
AGILE 
AGILE-Serie sind für den Einzelhandel, Ausstellungen, 
Ladengeschäft, Kunstgalerien, Museen und auch in der 
kommerziellen Anwendung konzipiert.
AGILE Wallwasher sind für Neigungswinkel von 30 Grad und 
einen Schwenkwinkel von 355 Grad ausgelegt, was sich sehr 
gut für die Regalbeleuchtung und die Nachrüstung von 
Displays eignet.
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Down Light Collection
Durch die Neigung kann man leicht die Winkel entsprechend den 
persönlichen Anforderungen einstellen.
Das unterschiedliche Design des Filterglases erlaubt es, 
unterschiedliche Lichtformen entsprechend den Anforderungen zu 
realisieren
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LED Consumption 51.8W

Current 1400 (mA)

Lumen  5163 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1018.105

IP20
30°355°

168

60

3030

60

1018.105.0BQV(51.3W)

Colours

Black White

LED Consumption 38.9W

Current 1050 (mA)

Lumen  3888 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1618.195

IP20
30°355°

168

Colours

Black White

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

Ø180

21
0

Ø180

21
7
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LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1518.203

Dimmable

TRIAC 1-10V

122

IP20
30°355°

16
3

Ø148

Ø119

Colours

Silver

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1018.101

IP20
30°355°

123

1018.101.0BQS(25.7W)

60

3030

6060

3030

60

Colours

Black White

Dimmable

TRIAC 1-10V

16
4

Ø135
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LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1518.202

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

IP20

122

Ø148

13
1

Ø119

Colours

Silver

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 40°    

CCT 3000K

CRI 90+    

Article number 1018.103

IP20
30°355°

95

60

3030

60

1018.103.0BQR(12.9W)

Colours

Black White

Ø108

11
3
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LED Consumption 51.8W

Current 1400 (mA)

Lumen 5163 (lm)

Beam Angle 20°/40°/60°

CCT 3000K

CRI 90+    

Article number 1018.171

Dimmable

TRIAC 1-10V

IP20

168

17
3

Ø180

60

3030

60

1018.171.0BQV(51.3W)

Colours

Black White

LED Consumption 38.9W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle 20°/40°/60°

CCT 3000K

CRI 90+    

Article number 1618.196

Dimmable

TRIAC 1-10V

IP20

168

Colours

Black White

Ø180

16
6
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LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1018.125

Dimmable

TRIAC 1-10V

IP20

123

14
2

Ø135

Colours

Black White

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1218.153

Dimmable

TRIAC 1-10V

IP20

95

10
7

Ø108

60

3030

60 60

3030

60

1218.153.0BQR(12.9W)

Colours

Black White
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Colours

Black White

LED Consumption 51.8W

Current 1400 (mA)

Lumen  5163 (lm)

Beam Angle 35°

CCT 3000K

CRI 90+    

Article number 1018.173

Dimmable

TRIAC 1-10V

IP54

168

17
3

Ø184 Ø184

60

3030

60

1018.173.0BQJ(39.3W)

Colours

Black White

LED Consumption 38.9W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle  35°

CCT 3000K

CRI 90+    

Article number 1618.197

Dimmable

TRIAC 1-10V

IP54

168

 1
79
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LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle  20°/40°

CCT            3000K

CRI 90+    

Article number 1018.127

Dimmable

TRIAC 1-10V

IP54

123

1018.127.0BQS(25.7W)

13
6

Ø139

Colours

Black White

LED Consumption 62W

Current 1750 (mA)

Lumen 7553 (lm)

Beam Angle  35°

CCT 3000K

CRI 80+    

Article number 1418.139

Dimmable

TRIAC 1-10V

IP54

Ø184

14
4

168

Colours

Black White
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LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle  40°

CCT 3000K

CRI 90+    

Article number 1318.130

Dimmable

TRIAC 1-10V

IP54

143

Ø152

14
4

60

3030

60

1318.130.0BQS(25.7W)

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1018.123

Dimmable

TRIAC 1-10V

IP54

95

1018.123.0BQR(12.9W)

10
8

Ø111

Colours

Black White

Colours

Black White
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LED Consumption 51.3W

Current 1400 (mA)

Lumen 5163 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1118.118

Dimmable

TRIAC 1-10V

IP20

168

60

3030

60

1118.118.0BQV(51.3W)

17
8

Ø180

LED Consumption 62W

Current 1750 (mA)

Lumen 7553 (lm)

Beam Angle 35°

CCT 3000K

CRI 80+    

Article number 1418.140

Dimmable

TRIAC 1-10V

IP20

Ø180

16
0

168

Colours

Black White

Colours

Black White

LED Consumption 38.9W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1618.198

Dimmable

TRIAC 1-10V

IP20

168

Colours

Black White

 1
95

 

Ø180
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LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle  20°/40°

CCT 3000K

CRI 90+    

Article number 1018.107

Dimmable

TRIAC 1-10V

IP20

125

14
8

Ø135

Colours

Black White

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1118.119

Dimmable

TRIAC 1-10V

IP20

95

11
9

Ø108

Colours

Black White
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LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1018.128

Dimmable

TRIAC 1-10V

IP20

85

Ø90

11
2

Colours

Black White

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 40°

CCT  3000K

CRI   90+    

Article number 1018.108

Dimmable

TRIAC 1-10V

IP20

85

Ø90

11
2

60

3030

60

1018.108.0BQR(12.9W)

Colours

Black White

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1018.110

Dimmable

TRIAC 1-10V

IP20

85

11
2

60

3030

60

1018.110.0BQR(12.9W)

Colours

Black White
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LED Consumption 13W

Current  350 (mA)

Lumen 1329 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1218.148

Dimmable

TRIAC 1-10V

IP20
30°

60

3030

6060

3030

60

1218.148.0BQR(12.9W)

85

Ø94

11
0

Colours

Black White

LED Consumption 13W

Current   350 (mA)

Lumen 1329 (lm)

Beam Angle 40°

CCT 3000K

CRI 90+    

Article number 1018.116

Dimmable

TRIAC 1-10V

IP20

1018.116.0BQR(12.9W)

85

Ø93

11
4

Colours

Silver
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LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle  20°/60°

CCT 3000K

CRI 90+    

Article number 1118.161

Dimmable

TRIAC 1-10V

IP20

116

Ø120

15
0

60

3030

60

1118.161.0BQS(25.7W)

Colours

Black White

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle  20°/40°

CCT 3000K

CRI 90+    

Article number 1318.123

Dimmable

TRIAC 1-10V

94

IP20
20°

Colours

Black White

Ø97

11
9
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LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 20°/35°

CCT 3000K

CRI 90+    

Article number 1318.125

Dimmable

TRIAC 1-10V

IP20

75

60

3030

60

1318.125.0BQR(12.9W)

Ø82

10
8

Colours

Black White

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle  20°/35°

CCT 3000K

CRI 90+    

Article number 1318.126

Dimmable

TRIAC 1-10V

IP20

10
8

60

3030

60

1318.126.0BQR(12.9W)

Colours

Black White

75
75
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LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle  20°

CCT 3000K

CRI 90+    

Article number 1318.304

LED Consumption 13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle     20°

CCT    3000K

CRI 90+    

Article number 1318.305

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

IP20 IP20
30°

60

3030

60

1318.304.0BQR(12.9W)

60

3030

60

1318.305.0BQR(12.9W)

11
9

Ø90 

Ø42
Ø90 

10
7

85 85

Colours

Black White

Colours

Black White
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LED Consumption 13W

Current 350 (mA)

Lumen  1329 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1318.115

LED Consumption   13W

Current    350 (mA)

Lumen 1329 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+    

Article number 1318.147

85

Dimmable

TRIAC 1-10V

IP44
30°355°

Dimmable

TRIAC 1-10V

IP44
30°355°

Ø46

10
8

Ø93

10
8

60

3030

60

1318.147.0BQR(12.9W)

Colours

Black White

Colours

Black White

86
86
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