
Material: Aluminium Druckguss mit Pulverbeschichtung, Kunststoffblende kann mit weissen, 
pianoschwarzen oder goldener Oberflächen beschichtet  werden.

Prägnantes Gehäusedesign mit verstecktem Kühlkörper erhöt die LED-Lebensdauer. 10/20/35 Grad 
Abstrahlwinkel zur Auswahl.

GRAEAE-Serie bietet visuelle Erfahrung mit Baffle-Design. Die Leuchte kann für verschiedene 
Anwendungen als Schienenstrahler, Pendelleuchte oder Einbau-Downlight ausgeführt werden.

Anwendung: Wohnhaus, Einkaufszentrum, Geschäft, Hotelzimmer, Restaurant & Bar, Museum, Kunstgalerie, 
Ausstellungsraum, Büro.

GRAEAE
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Innere Baffle

Äußere Baffle

schwarz weiss gold

schwarz weiss goldPiano schwarz 

Verschiedene Baffle-Optik, verschiedene visuelle Eindrücke

Lange BaffleKurzeBaffle

Ø40

Ø90

Ø64

Cutoff angle

Diameter

35.6°

31.9°

23.5°

15.2°

11.8°

8.3°

Short Baffle Long Baffle

Vorteil von DC Leuchten:
1. Netzteilgehäuse ist nicht erforderlich, 
2. Einsatz schmalere Schienen, geeignet bei niedrigen 

Decken.
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LED Consumption 25.5W

Voltage 100-240 (V)

Lumen 2670 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+

Article number 1719.217

LED Consumption 12.8W

Voltage 100-240 (V)

Lumen 1387 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+

Article number 1719.218

Driver Built-in Driver Built-in Driver Built-in

LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 10°/20°(Lens)

CCT 3000K

CRI 90+  

Article number 1819.206

Ø64

13
618
3

 90
° 

86

Ø90

15
420

3

 90° 

86

Copper

Colours
Black White

Baffle :
Black WhiteCopper

Colours
Black White

Baffle :
Black WhiteCopper

Colours
Black White

Baffle :
Black White

Dimmable

1-10V

Dimmable

1-10V

IP20 355° IP20 355°90° 90° IP20 355°90°

Ø40

15
0

18
4

68

 90
° 

86
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LED Consumption 17W

Voltage 12 (Vac/Vdc)

Lumen 1775 (lm)

Beam Angle 15°/20°/35°(Lens)

CCT 3000K

CRI 90+  

Article number 1719.210

IP20 355°90°

Use only with track lighting model “Series12/25” 

manufactured by juno lighting. LLC

35°60

3030

60

1832

457

203

114

1.0

2.0

3.0

4.0

5.0

0.64

1.28

1.92

2.56

3.20 73

Ø64

12
620

7

 90° 

19

75

85

Copper

Colours
Black White

Baffle :
Black WhiteCopper

Colours
Black White

Baffle :
Black WhiteCopper

Colours
Black White

Baffle :
Black White

LED Consumption 39.1W

Current 1050 (mA)

Lumen 4058 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+  

LED Consumption 25.5W

Current 700 (mA)

Lumen 2670 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+  

Article number 1819.208 Article number 1819.207

Driver Built-in Driver Built-in

Dimmable

1-10V

Dimmable

1-10V

IP20 355° IP20 355°90° 90°

Ø64

12
817

3

19
4

55

50

117

 90° 
Ø90

17
3

19
5

19
9

15
5

50

144

 90° 
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RW-920 200cm track section

RW-U10 U track section(NET-64)

27
290

14
5

100

C

Minimum.300 Minimum.150 Minimum.22012

(mm)A B C D

D B

Assembling diagram :

A
Driver

Article number Description

27

2000 98
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Driver Remoted Driver Built-in

LED Consumption 12.8W

Current 350 (mA)

Lumen 1387 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+  

Article number 1819.209

LED Consumption 12.8W

Current 350 (mA)

Lumen 1387 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+  

Article number 1819.202

Copper

Colours
Black White

Baffle :
Black White Copper

Colours
Black White

Baffle :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19 IP20

Dimmable

TRIAC 1-10V

UGR <19

13
6

17
3

Ø64

Driver Remoted

LED Consumption 25.5W

Current 700 (mA)

Lumen 2670 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+  

Article number 1819.205

Copper

Colours
Black White

Baffle :
Black White

IP20

Dimmable

TRIAC 1-10V

UGR <19

13
6

17
3

Ø64

94

17
3

Ø64
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LED Consumption 12.8W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 15°/20°/35°(Lens)

CCT 3000K

CRI 90+  

Article number 1618.154

114

IP20
77° 355°

Dimmable

TRIAC 1-10V

16
2

 77° 
Ø128
Ø64

94

UGR <19

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

Dimmable

TRIAC 1-10V

LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 15°/25°(Lens)

CCT 3000K

CRI 90+  

Article number 1618.153

70

 80° 

15
1

Ø78
Ø40

90

IP20
80° 355° UGR <19

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White
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Dimmable

TRIAC 1-10V

LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 15°/25°(Lens)

CCT 3000K

CRI 90+  

Article number 1618.231

IP20
80°

70

355° UGR <19

15
1

Ø108

Ø40
Ø68

 80° 

90

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

LED Consumption 12.8W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 15°/20°/35°(Lens)

CCT 3000K

CRI 90+  

Article number 1618.232

114

IP20
77° 355°

Dimmable

TRIAC 1-10V

UGR <19

16
2

Ø150
Ø113
Ø64

94
 77° 

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White
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LED Consumption 12.8W

Current 350 (mA)

Lumen 1387 (lm)

Beam Angle 15°/20°/35°(Lens)

CCT 3000K

CRI  90+  

Article number 1718.179

Dimmable

TRIAC 1-10V

114

LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 15°/25°(Lens)

CCT 3000K

CRI  90+  

Article number 1718.180

Dimmable  

TRIAC 1-10V

70

83

33

12
7

57

Ø113
Ø64

Ø128
Ø65
Ø40

Ø78

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

IP20 UGR <19 IP20 UGR <19

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White
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LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 15°/25°(Lens)

CCT 3000K

CRI  90+  

Article number 1718.231

Dimmable  

TRIAC 1-10V

70

83

33

LED Consumption 12.8W

Current 350 (mA)

Lumen 1387 (lm)

Beam Angle 15°/20°/35°(Lens)

CCT 3000K

CRI  90+  

Article number 1718.230

Dimmable

TRIAC 1-10V

114

12
7

57

Ø150
Ø113
Ø64

Ø108

Ø40
Ø65

35°60

3030

60

1741

435

193

108

1.0

2.0

3.0

4.0

5.0

0.61

1.23

1.85

2.46

3.08 69

25°60

3030

60

999

249

111

62

1.0

2.0

3.0

4.0

5.0

0.46

0.92

1.38

1.84

2.30 39

IP20 UGR <19 IP20 UGR <19

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White
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114148

LED Consumption 25.5W

Current 700 (mA)

Lumen 2670 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+   

Article number 1818.116

Dimmable

TRIAC 1-10V

LED Consumption 12.8W

Current 350 (mA)

Lumen 1387 (lm)

Beam Angle 15°/20°/35°(Lens)

CCT 3000K

CRI  90+  

Article number 1818.115

Dimmable

TRIAC 1-10V

IP20 UGR <19 IP20 UGR <19

10
9

Ø128
Ø113
Ø64

70

LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 15°/25°(Lens)

CCT 3000K

CRI  90+ 

Article number 1818.118

Dimmable

TRIAC 1-10V

IP20 UGR <19

Ø65

Ø40

88

Ø78

12
8

Ø90
Ø145
Ø168

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White
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148

LED Consumption 25.5W

Current 700 (mA)

Lumen 2670 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+ 

Article number 1818.212

Dimmable  

TRIAC 1-10V

LED Consumption 12.8W

Current 350 (mA)

Lumen 1387 (lm)

Beam Angle 15°/20°/35°(Lens)

CCT 3000K

CRI  90+ 

Article number 1818.211

Dimmable  

TRIAC 1-10V

IP20 UGR <19 IP20 UGR <19

10
9

Ø150
Ø113
Ø64

LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 15°/25°(Lens)

CCT 3000K

CRI  90+ 

Article number 1818.217

Dimmable  

TRIAC 1-10V

IP20 UGR <19

Ø108

Ø40

88

Ø65Ø90
Ø145
Ø187

12
8

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

Copper

Inner Baffle :
Black White

Copper

Outer Baffle :
Black White

Piano black 

Colours :
Black White

114 70
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LED Consumption 12.8W

Current 350 (mA)

Lumen 1387 (lm)

Beam Angle 10°/20°/30°(Lens)

CCT 3000K

CRI 90+  

Article number 1616.106

LED Consumption 6.4W

Current 350 (mA)

Lumen 542 (lm)

Beam Angle 15°/20°(Lens)

CCT 3000K

CRI 90+  

Article number 1616.105

IP20

30
0

Ø64

Ø64

20

IP20

25
0

Ø40

Ø52

20

Dimmable

TRIAC 1-10V

Dimmable

TRIAC 1-10V

UGR <19 UGR <19

30°60

3030

60

1774

443

197

110

1.0

2.0

3.0

4.0

5.0

0.57

1.15

1.72

2.30

2.87 70

20°60

3030

60

1584

369

176

99

1.0

2.0

3.0

4.0

5.0

0.36

0.72

1.09

1.45

1.82 63

Driver Built-in

LED Consumption 25.5W

Current 700 (mA)

Lumen 2670 (lm)

Beam Angle 10°/20°(Lens)

CCT 3000K

CRI 90+  

Article number 1816.102

IP20

Dimmable

TRIAC 1-10V

UGR <19

Driver Built-in Driver Built-in

Ø80

Ø86

40
0

30

Copper

Baffle :
Black White Piano black 

Colours :
Black White

Copper

Baffle :
Black White Piano black 

Colours :
Black White

Copper

Baffle :
Black White Piano black 

Colours :
Black White
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