
IVINA
IVINA track light - Ist der Klassiker unter den 
Schienenstrahlern mit einem Kompakten 
Profil, einem speziellen Kühlkörper für lange 
Lebensdauer und austauschbare Reflektoren.
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Der Kühlkörper ist komplett in die 
Leuchte intregiert 

Die Abdeckung lässt sich leicht öffnen . Der Reflektor kann durch drehen gegen 
den Uhrzeigersinn entfernt werden.

Der Reflektor kann durch drehen im 
Uhrzeigersinn montiert werden.

Abdeckung schliessen fertig.

4 einfache Schritte
beim Austausch der Reflektoren 

An der Vorderseite ist der Lufteinlass 
zu sehen die erwärmte Luft im inneren 
kann dadurch abgeleitet werden um die 
volle Lebensdauer der LED 
auszuschöpfen.

Die Rotationsskala ist auf der Oberfläche 
eingraviert, so dass der Benutzer die für das 
Licht eingestellten Winkel klar erkennen kann. 
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LED Consumption   51.8W

Current 1400 (mA)

Lumen 5163 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+  

Article number 1419.211

IP20355° 90°

20
3

164

260

Ø120

Colours

Black White Grey

LED Consumption   39.8W

Current 1050 (mA)

Lumen    3888 (lm)

Beam Angle    12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.202

IP20355° 90°

18
2 

Ø100 139

Colours

Black White Grey
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LED Consumption   25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle   12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.204

IP20355° 90°

106

231

16
6

Ø80  

Colours

Black White Grey

LED Consumption   13W

Current 350 (mA)

Lumen 1329 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+  

Article number 1519.227

IP20355° 90°

96

205

14
1

Ø64

Colours

Black White Grey
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LED Consumption   51.8W

Current 1400 (mA)

Lumen 5163 (lm)

Beam Angle 20°/40°

CCT 3000K

CRI 90+  

Article number 1419.210

IP20355° 90°

175

23
7

181

Colours

Black White Grey

LED Consumption   39.8W

Current 1050 (mA)

Lumen  3888 (lm)

Beam Angle 12°/24°/40°

CCT 3000K

CRI  90+  

Article number 1519.201

IP20355° 90°

Ø100 139
15

5

Colours

Black White Grey

5



LED Consumption   25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.203

IP20355° 90°

Ø80  

14
4

106

Colours

Black White Grey
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LED Consumption 30W

Voltage 230 (V AC)

Lumen 2295 (lm)

Beam Angle  12°/24°/40°

CCT 3000K

CRI 80+  

Article number 1519.230

IP20

TRIAC

355° 90°

16
3

Ø100 139

Dimmable

Colours

Black White Grey

LED Consumption 20W

Voltage 230 (V AC)

Lumen 1512 (lm)

Beam Angle 12°/24°/40°

CCT 3000K

CRI 80+  

Article number 1519.228

IP20355° 90°

106

14
6

Ø80 

Dimmable

TRIAC

Colours

Black White Grey
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IP20355° 90° 1-10V

LED Consumption 39.8W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle  12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.202-V

LED Consumption 39.8W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle  12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.201-V

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle    12°/24°/40°

CCT   3000K

CRI 90+  

Article number 1519.204-V

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 12°/24°/40°

CCT  3000K

CRI 90+  

Article number 1519.203-V

Colours

Black White Grey

TRACK LIGHTS(1-10V)

Brightness : 50% Brightness : 50% Brightness : 50%

1-10V Dimmer
L N

D1:DIM(+)

D2:DIM(-)

dimmer / 4 Wires Track System 

mit einem 1-10V Dimmer können mehrere Leuchten gedimmt werden 
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LED Consumption 39.8W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle  12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.202-D

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 12°/24°/40°

CCT  3000K

CRI 90+  

Article number 1519.204-D

LED Consumption 39.8W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle  12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.201-D

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.203-D

IP20355° 90°Colours

Black White Grey

3 Circuit / 4 Wires Track System *
Single Circuit / 3 Wires Track System

TRACK LIGHTS(D)

Brightness : 50% Brightness : 75% Brightness : 15%

L

N

Mit dem eingebauten Drehknopf lässt sich die Helligkeit einstellen 

1-10V rotary knob
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LED Consumption 51.8W

Current 1400 (mA)

Lumen 5163 (lm)

Beam Angle  20°/40°

CCT     3000K

CRI 90+  

Article number 1419.211-DA

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.204-DA

LED Consumption 51.8W

Current 1400 (mA)

Lumen 5163 (lm)

Beam Angle   20°/40°

CCT    3000K

CRI 90+  

Article number 1419.210-DA

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle 12°/24°/40°

CCT  3000K

CRI 90+  

Article number 1519.203-DA

IP20355° 90°Colours

Black White Grey

dimmer / 4 Wires Track System

TRACK LIGHTS(DALI)
Das DALI-System kann zur Kalibrierung der Helligkeit mehrerer Beleuchtungseinheiten verwendet werden.

Brightness : 50% Brightness : 15%

L N

D1:DA

D2:DA

DALI Dimmer

Brightness : 75%
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LED Consumption 39.8W

Current 1050 (mA)

Lumen 3888 (lm)

Beam Angle 12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.202-RF

LED Consumption 25.9W

Current 700 (mA)

Lumen 2559 (lm)

Beam Angle  12°/24°/40°

CCT     3000K

CRI 90+  

Article number 1519.204-RF

LED Consumption 39.8W

Current 1050 (mA)

Lumen   3888 (lm)

Beam Angle     12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.201-RF

LED Consumption 25.9W

Current 700 (mA)

Lumen  2559 (lm)

Beam Angle   12°/24°/40°

CCT 3000K

CRI 90+  

Article number 1519.203-RF

IP20355° 90°
RF

Colours

Black White Grey

3 Circuit / 4 Wires Track System *
Single Circuit / 3 Wires Track System

Radio FrequencyBrightness : 50%

Zone 1 Zone 2

Brightness : 50% Brightness : 15%

Die RF-Fernbedienung kann zum Kalibrieren der Helligkeit der Beleuchtungseinheit verwendet werden.

L

N

TRACK LIGHTS(RF)
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